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In a large-scale mobile IPv6 network, usually there are several coexisting mobility anchor points (MAPs)
for networking robustness and traffic sharing. Therefore, it is a challenging issue for an arriving mobile
node to choose the most appropriate MAP to bind. This task must be carried out by considering the issues
of load balancing, binding update and packet delivery cost minimization. This paper proposes a novel
MAP selection scheme for hierarchical mobile IPv6 networks to allow a mobile node to discover the most
appropriate MAP when there are multiple coexisting MAPs. This scheme is an enhancement to the adap-
tive MAP selection scheme. The proposed scheme improve the overall performance due to the consider-
ation of the movement (direction) pattern of mobile nodes. Simulation results show that this scheme
outperforms the existing cost models in terms of total binding update and packet delivery costs, ensuring
a level of load balance similar to adaptive MAP selection scheme.

� 2010 Elsevier B.V. All rights reserved.
1. Introduction protocols require the MN to update its HA with its new location
Mobile communication has become an indispensable part of our
daily life due to the widespread use of portable computers and hand-
held devices, such as PDAs and smart phones, etc. While roaming be-
tween different IP networks, mobile users access the Internet to
retrieve emails and other information, and communicate with peo-
ple via video conferencing. Recently, a growing number of mobile
applications require mobile users to transmit multimedia data in
wireless environments at a relatively high transmission rate.

In order to transmit time-sensitive or real-time multimedia
data in a mobile wireless environment, seamless handoff must be
provided. In order to facilitate mobile roaming between different
wireless or wired access networks, various mobile IP (MIP) proto-
cols were introduced by the Internet Engineering Task Force (IETF).
In the mobile IPv4 (MIPv4) protocol [1–4], registration can be done
in some specialized routers such as foreign agents (FAs) or home
agents (HAs). On the other hand, mobile IPv6 (MIPv6) [5] does
not require dedicated routers to act as FAs. Both protocols allow
a mobile node (MN) to maintain a permanent IP address (viz.,
the home address) while visiting different networks. The HA redi-
rects packets to the MN while the MN is away from its home net-
work. Whenever an MN changes its point of attachment, both
ll rights reserved.
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n a moving direction pattern ba
and all correspondent nodes (CNs) communicating with the MN.
Even if the MN roams between subnets within the same domain,
the MN must send a binding update (BU) to the HA, which usually
resides far from the location of the MN.

To reduce the signaling overhead caused by the handover pro-
cess, the concept of mobility anchor point (MAP) was introduced
in the hierarchical MIPv6 (HMIPv6) protocol [6] and its functionality
was extended in many follow-up studies [7,8]. An MAP serves as a lo-
cal HA in a foreign network. Whenever an MN moves to a new subnet
within the same domain, it sends a BU to the MAP, rather than the
HA. This reduces the signaling overhead significantly, since the
MAP is usually much closer to the MN than the HA. Within a large-
scale network infrastructure, there are usually several coexisting
MAPs to improve robustness and enable traffic sharing. As a result,
in a given MAP domain, an arriving MN has the task of determining
and binding to the most appropriate MAP. When the MN must select
the proper MAP in a given domain, selection stability, load balancing
among MAPs, BU and packet delivery (PD) costs are important crite-
ria for achieving the optimal performance.

While acknowledging the previous schemes [11–19] which
were found to be efficient, we need to point out that they only fo-
cused on one or two influencing factors for determining the most
suitable MAP. As a result, many previous schemes work effectively
only in some specific cases. However, in general, there might exist
some more suitable MAPs than those proposed by the aforemen-
tioned MAP selection procedures.

The contributions of this paper are summarized as follows.
We propose an improved MAP selection scheme, which is an
sed MAP selection model for HMIPv6 networks, Comput. Commun. (2010),
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enhancement to the most recently reported scheme reported in
[15]. The proposed scheme can discover a better MAP in terms of
total BU and PD costs, while still maintaining the MAP load balance
and outperforming the existing schemes. Compared with the exist-
ing methods, the proposed scheme takes into account almost all
important factors which have impact on the MAP selection process,
including (1) the handoff frequency of an MN; (2) the direction of
movement of an MN; (3) the expected BU costs (depending on the
selected MAP); and (4) the expected packet delivery costs (depend-
ing on the selected MAP). In particular, we consider the movement
patterns of an MN in this paper. These considerations affect the
processing load of an MAP and selection stability.

The remainder of this paper is outlined as follows. Section 2 dis-
cusses the related works and the problems with existing MAP
selection schemes. Section 3 proposes our MAP selection scheme
as an effort to improve the existing schemes. In Section 4, we
investigate the proposed scheme via analysis and show the perfor-
mance of the proposed scheme, followed by the conclusions and
future works given in Section 5.
Fig. 1. Flow chart for the proposed MAP selection scheme.
2. Existing works

Several MAP selection schemes were proposed in the literature.
The furthest MAP selection (FMS) scheme [16] selects the furthest
MAP along the transmission route from the MN to the HA. This
scheme works based on the assumption that an MAP residing far
from the MN is most likely to be reachable eventually. As a conse-
quence, resource-consuming BU messages to the HA and corre-
spondent nodes (CNs) are avoided because the MN’s care-of-
address (CoA) remains unmodified. However, the furthermost
MAP is likely the gateway of a foreign network. Consequently, all
MNs may select the gateway as their most appropriate MAP as it
represents the MAP furthest away from all MNs. This results in
possible overloading of the gateway node, leading to congestion
and a single point of failure. Moreover, the scheme assumed that
every MN has a wide mobility range and therefore needs to register
at an MAP with the largest domain. However, many MNs may have
only relatively small mobility ranges such as the MNs residing in
offices. In this case, selecting a closer MAP is enough to reduce reg-
istration delays.

The multilevel hierarchically distributed IP mobility manage-
ment (MHDS) scheme [13] selects the most appropriate MAP based
on the MN’s speed. The velocity-based scheme distinguishes MAPs
with wider domains (higher MAPs) from MAPs with narrower do-
mains (lower MAPs). Then, it assigns lower MAPs to lower speed
MNs and higher MAPs to higher speed MNs within the network.
The velocity-based scheme reduces the average number of BUs to
the HA as well as the average number of managed MNs using an
MAP. However, the other important factors such as expected PD
costs during one session and movement direction patterns of the
MNs were not considered.

Yet another scheme is the adaptive MAP selection (AMS)
scheme [15], which forms the basis for the MAP selection scheme,
or advanced AMS (AAMS) proposed in this paper. First, it estimates
a special parameter, viz., session-to-mobility ratio (SMR), which is
based on the number of handoffs and session arrivals in which an
MN is involved. This parameter is used to determine when a new
MAP selection process must be initiated. The total cost for each
available MAP is calculated via the sum of expected BU and PD
costs and then it selects the MAP with the lowest total cost.
Although the AMS scheme considers BU and PD costs jointly, it
does not consider the MN’s direction of movement, which is an
important parameter in MAP selection.

In addition to the aforementioned schemes, various improved
schemes [5,11,12] were also proposed. Unfortunately, these
Please cite this article in press as: J. Baek et al., On a moving direction pattern ba
doi:10.1016/j.comcom.2010.03.030
schemes focused on a limited number of factors determining the
MAP. Also, some other schemes [9,10] which intend to reduce
handover latency for different target networks such as wireless
mesh network (WMN) have been proposed. In the section fol-
lowed, our scheme is introduced as an effort to improve the perfor-
mance of all aforementioned schemes.

3. Proposed map selection scheme

The proposed MAP selection scheme works in four phases dur-
ing the entire MAP selection procedure, including: (1) Initializa-
tion, (2) MAP evaluation, (3) MAP selection, and (4) MAP
revision. The procedure is shown in Fig. 1. This section explains
each of the four phases. A detailed description is provided in the
corresponding subsections. The Initialization phase starts when-
ever an MN enters a new MAP domain. Arriving at a foreign net-
work, the MN starts retrieving router advertisement (RA)
messages. By collecting RA messages, the MN obtains important
information about all available MAPs in the domain, such as hop
distances, etc. The MAP evaluation follows the initialization imme-
diately. The MN evaluates all available MAPs via information ob-
tained in the previous procedure. In this scheme, we take into
account the parameters of BU and PD costs. In the MAP selection
phase, the MN is bound to the most suitable MAP. The decision
is made based on the results of the MAP evaluation procedure.
After the MN is bound to the most suitable MAP, it must determine
whether or not the chosen MAP is still the most suitable one. This
task is handled periodically in the MAP revision phase.

3.1. Initialization

An MN starts the initialization process immediately after the
MAP revision phase detects that the MN’s current MAP is not the
sed MAP selection model for HMIPv6 networks, Comput. Commun. (2010),
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most suitable one or no longer available. This is basically the case
when an MN enters a new MAP domain. During a predefined time
period, viz., a search interval, the MN collects RA messages sent by
access routers (ARs) within the range. Each RA message contains a
list of available MAPs as well as their hop distances to the MN. The
MN stores this information in a data structure or an MAP list. The
MAP list contains pairs of MAP IP addresses and hop distances for
each MAP, and is included in the RA message. After storing the
data, the MN initiates the MAP evaluation.

3.2. MAP evaluation

3.2.1. BU cost function model
In the original BU cost function model [15], the expected BU

costs resulting from binding to one MAP are calculated. There are
two types of BUs, namely BU-to-MN-HA and BU-to-MN-MAP. By
defining NC as the number of subnet crossings in an MAP domain
per session and ND as the number of MAP domain crossings per
session, the BU costs per session are expressed by

CBU ¼ EðNCÞUMAP þ EðNDÞUHA; ð1Þ

where UMAP and UHA are the BU costs to the MN’s MAP and HA,
respectively.

Assume that UHA is known and UMAP can be obtained by RA mes-
sages during the initialization phase in terms of the hop distance.
The accuracy of (1) is dependent only on the precision of estima-
tion of E(NC) and E(ND), the average number of subnet, and MAP do-
main crossings per session. In order to calculate E(NC) and E(ND),
the subnet crossing probability PC and MAP domain crossing prob-
ability PD are expressed for each session, based on the inter-session
time tS, subnet residence time tC, and MAP domain residence time
tD, which can be expressed as follows:

PC ¼ PðtS > tCÞ; ð2Þ
PD ¼ PðtS > tDÞ: ð3Þ
The probability density functions of NC and ND are deduced from
Eqs. (2) and (3). Eqs. (4) and (5) express the likelihood that an
MN crosses n subnets per session and an MN crosses n MAP do-
mains within a session, respectively.

PðNC ¼ nÞ ¼ Pn
Cð1� PCÞ; ð4Þ

PðND ¼ nÞ ¼ Pn
Dð1� PDÞ: ð5Þ

Then, E(NC) and E(ND) are expressed by

PðNCÞ ¼
X1
n¼0

nPn
Cð1� PCÞ; ð6Þ

PðNDÞ ¼
X1
n¼0

nPn
Dð1� PDÞ: ð7Þ

Because of its memoryless property, an exponential distribution is
used to describe tS, tC, and tD with their rates being kS, lC, and lD,
respectively. Then, PC and PD are calculated by

PC ¼ PðtS > tCÞ ¼
Z 1

0
PðtS > sÞlCe�lCs ds

¼
Z 1

0

Z 1

s
kSekSr dr

� �
lCe�lCs ds

¼
Z 1

0
½�e�kSs �10 lCe�lCs ds ¼

Z 1

0
e�kSs lCe�lCs

¼ lC

lC þ kS
; ð8Þ

PD ¼ PðtS > tDÞ ¼
Z 1

0
PðtS > sÞlDe�lDs ds ¼

Z 1

0
e�kSs lDe�lDs

¼ lD

lD þ kS
: ð9Þ

By substituting Eqs. (8) and (9) into Eqs. (6) and (7), respectively, the
expectation of the number of subnet and MAP crossings is given by
Please cite this article in press as: J. Baek et al., On a moving direction pattern ba
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EðNCÞ ¼
X1
n¼0

n
lC

lC þ kS

� �n

1� lC

lC þ kS

� �

¼ 1� lC

lC þ kS

� � lC
lCþkS

1� lC
lCþkS

� �2 ¼
lC

kS
; ð10Þ

EðNDÞ ¼
X1
n¼0

n
lD

lD þ kS

� �n

1� lD

lD þ kS

� �

¼ 1� lD

lD þ kS

� � lD
lDþkS

1� lD
lDþkS

� �2 ¼
lD

kS
: ð11Þ

Finally, the BU costs per session given by Eq. (1) can be expressed by

CBU ¼
lC

kS
UMAP þ

lD

kS
UHA: ð12Þ

To simplify Eq. (12), the subnet crossing rate lC is expressed in
terms of the MAP domain crossing rate lD. The domain crossing rate
is proportional to the subnet crossing rate and inversely propor-
tional to the number of subnets in an MAP domain. Let n be the
number of subnets and k1 be a proportional coefficient (k1 P 0).
Then the domain crossing rate lD can be approximated by
lC=

ffiffiffiffiffiffiffiffiffiffi
n=k1

p
, from which the BU cost function can be simplified into

CBU ¼
lD

kS

ffiffiffiffiffi
n
k1

r
UMAP þ UHA

� �
: ð13Þ

The accuracy of Eq. (13) depends only on the estimation of kS and
lD, as UHA and UMAP are given by the obtained router advertise-
ments. Unlike the original BU cost function model, a new method
to determine kS and lD is proposed. To determine lD, we calculate
the average time period between consecutive session arrivals ta

and the average session duration td, both of which must be contin-
uously updated as soon as new values are generated each time a
session arrives at the MN or a previous session ends. However,
the recent events must influence ta and td more than the earlier
ones. When there are t events, we always have

ta ¼ ð1� aÞtaðt � 1Þ þ ataNew; ð14Þ
td ¼ ð1� bÞtdðt � 1Þ þ btdNew: ð15Þ

Two weight parameters, a and b(0 6 a, b 6 1), have been introduced
to assign recent events a heavier weight than the earlier ones. In our
simulations, a and bwere set to 1

4. The parameters taNew and tdNew de-
note the recently generated values. Finally, we compare ta with td

and set the mean inter-session time to ta if ta P td. In case if ta < td,
the mean inter-session time is set to td. As the inter-session time is
assumed to follow an exponential distribution with the parameter
kS and expectation 1

kS
, kS is given by

kS ¼
1
ta
; if ta P td;

1
td
; otherwise;

(
ð16Þ

Considering a high speed MN, it is most likely that it will spend less
time in its MAP domain than a lower speed one. Therefore, lD is ex-
pressed with respect to the MN’s speed. Initially, the domain size of
a possible MAP candidate is determined. Fig. 2 shows an MN that
has just left its domain and is now in the range of MAP Domains
1 and 2. The MN, moving in the direction indicated by the arrow,
must now choose the most suitable MAP. Although MAP Domain
1 is larger than MAP Domain 2, the MN should obviously be bound
to MAP 2, as it will soon go beyond MAP 2’s domain range. This
example makes it clear that considering only the range of an MAP
domain without taking into account its direction of movement
can not always guarantee the most appropriate MAP selection.
Therefore, the domain size is calculated based on the probability
that the MN actually enters subnets of the domain. For implemen-
tation, the AR should maintain information about (1) the locations
sed MAP selection model for HMIPv6 networks, Comput. Commun. (2010),
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of available MAPs; and (2) from where the MN entered its current
network. Based on the locations of MAPs, the groups of MAPs are
categorized by eight different directions. The first group is the set
of MAPs, which are located in the same direction as the MN’s cur-
rent direction of movement. The other direction groups are at an-
gles of 45� with respect to each other. Each direction group of
MAPs is assigned a probability, indicating the likelihood that the
MN actually moves in that direction. The actual size of an MAP do-
main is then calculated via

EðrMDÞ ¼
X8

d¼1

PðX ¼ dÞ
Xn

j¼1

XAd
ðsjÞ

( )
; ð17Þ

where rMD is the range of the MAP domain and X is a parameter. The
parameter d has a value between one to eight, corresponding to the
eight possible directions of movement of the MN, n refers to the
number of subnets within the MAP domain, and sj denotes the sub-
net j of the MAP domain. XAd(sj) describes the characteristic function
of the set Ad. Ad contains all subnets of the MAP, which are crossed
when the MN moves in direction d. Therefore, XAd(sj) is given by

XAd
ðsjÞ ¼

1; if sj 2 Ad;

0; otherwise;

�
ð18Þ

Using E(rMD), we can obtain the number of MAP domain subnets
that are actually used by the MN. Let tsub be the average subnet res-
idence time of an MN. To determine tsub, we measure the time be-
tween two consecutive handoffs by subtracting the time that an
MN enters a subnet from the time the MN leaves it. This procedure
must be performed for every subnet handoff. As was the case for ta

and td, which are expressed by Eqs. (14) and (15), we assign a great-
er weight to recently calculated subnet residence time than earlier
ones, by introducing the weight parameter c (0 6 c 6 1). Then, the
computation of tsub can be expressed by

tsub ¼ ð1� cÞtsubðt � 1Þ þ c tsubNew: ð19Þ

The average MAP domain residence time is then given by E(rMD)tsub.
As the MAP domain residence time is assumed to follow an expo-
nential distribution with its parameter lD and expectation 1

lD
, lD

is given by

lD ¼
1

EðrMDÞtsub
: ð20Þ

By considering the MAP domain size actually used and the MN’s
subnet residence time, we now have a precise description of the
MN’s MAP domain residence time.
Please cite this article in press as: J. Baek et al., On a moving direction pattern ba
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3.2.2. PD cost function model
As a second metric for evaluating an MAP candidate, the pro-

posed MAP selection scheme adopts the PD cost function defined
in [15] after some modifications. We must distinguish two differ-
ent transmission paths from CN-to-MN. One path uses route opti-
mization and the other routes packets through MN’s HA. To
calculate the delivery costs per session, we define d (0 6 d 6 1) as
the ratio of packets not using route optimization and LS as the aver-
age session size. PN and PO denote the packet delivery cost in the
case of the non-optimized and optimized paths, respectively. Then,
the packet delivery costs CPD are given by

CPD ¼ dLSPN þ ð1� dÞLSPO: ð21Þ

PD costs are determined by the sum of transmission and processing
costs. Transmission costs are proportional to the hop distance of the
transmission path. Processing costs arise mainly at the HA and MAP.
They include binding cache lookup costs for determining whether
the packet must be tunneled to an MN, and a routing cost to deter-
mine the next hop. In the case of an MAP, the more MNs an MAP is
currently serving, the higher the processing costs will be. Based on
these observations, each MAP quantifies its current load, loadMAP, as
an input parameter. Hence, the processing costs hMAP at the MAP are
expressed with respect to its current load by

hMAP ¼ k2 þ
loadMAP

k3
: ð22Þ

Unlike the original PD cost function model, the processing cost of
the MAP is given by MAP’s preference value, which is sent to the
MN through the MAP option in RA messages. As for an MAP that
is not currently serving any MN, the some processing costs also
arise, and thus the constant k2 (k2 P 0) is introduced. In addition,
the current MAP load is divided by k3 (k3 P 0), which is the number
of MNs an MAP can handle. Finally, PN and PO are calculated by

PN ¼ T
XDN�1

i¼0

ki þ hHA þ hMAP; ð23Þ

PO ¼ T
XDO�1

i¼0

ki þ hMAP; ð24Þ

where T is the unit transmission costs, and DN and DO are the hop
distances of the non-optimized path and the path using route opti-
mization, respectively. hHA and hMAP denote the processing costs of
the HA and MAP, respectively. Unlike the original PD cost function
model, it is assumed that the hop distance between MAP and MN
has no effect on the packet delivery costs. For example, let us as-
sume MN1 is bound to a low-level MAP1 with hop distance one,
and MN2 is bound to a high-level MAP2 with hop distance two.
All MAPs are arranged in a tree-like manner. Both MNs are bound
to the same AR and communicate with the same CN. Then, the total
hop distance of ‘‘MN1–MAP1–CN” is the same as the hop distance of
‘‘MN2–MAP2–CN”. Therefore, PD costs are independent of the hop
distance. We can then assume that DN and DO are fixed. In addition,
we recognize that the transmission cost can not be constant since
each hop has a different traffic load over time. In order to scale
the transmission cost, we introduce another coefficient ki (ki P 0),
which is dependent on the current traffic for each hop.

3.2.3. Total cost per session
From the results given in the previous subsections, the total

costs per session are given by

CT ¼ CBU þ CPD: ð25Þ

Hence, an MN bound to a low-level MAP incurs lower PD and higher
BU costs than an MN bound to a high-level MAP. The more sessions
in which an MN is involved and the heavier traffic is sent by the MN
sed MAP selection model for HMIPv6 networks, Comput. Commun. (2010),

http://dx.doi.org/10.1016/j.comcom.2010.03.030


J. Baek et al. / Computer Communications xxx (2010) xxx–xxx 5

ARTICLE IN PRESS
through the network, the greater the value of CPD is. On the other
hand, the faster an MN moves between subnets, the greater the cost
of CBU will be. By applying Eq. (25) to all available MAPs, an MN can
rate the candidates and choose the most suitable MAP accordingly.

3.3. MAP selection

Based on the MAP evaluation, the MN selects and is bound to
the MAP with the lowest total BU and PD costs, as expressed by

MAPchosen 2 fMAPijCTi ¼minðCTjjj 2 MAPavaiableÞg: ð26Þ
3.4. MAP revision

After being bound to the most suitable MAP, the MN continues
to collect RA messages periodically during predefined time periods.
Once the MN detects that its MAP is absent or a new MAP is avail-
able, it proceeds to the initialization phase again.

4. Performance analysis

The performance of the proposed MAP selection scheme is eval-
uated by conducting comprehensive simulations via a simulator
developed in a Java platform. We compared our scheme with three
existing MAP selection methods including FMS, MHDS and AMS.
The proposed advanced adaptive MAP selection scheme is abbrevi-
ated as AAMS.

4.1. Simulation environment

The simulation environment is illustrated in Fig. 3. Our simula-
tion topology consists of 64 subnets and a three-layer MAP hierar-
chy between Level 0 and Level 2. A Level 0 MAP has a domain size
of 16 subnets, a Level 1 MAP domain consists of four subnets, and a
Level 2 MAP serves one subnet. The simulation model was devel-
oped based on the following assumptions.

1. Initially, all MNs are uniformly distributed among the 64
subnets.

2. Each MN can move in eight different directions, as described
in Section 3.2.1.

3. A Gamma distribution describes the subnet residence time
of an MN with its shape parameter a and scale parameter
b, as expressed by
Please
doi:10
f ðxÞ ¼ xa�1e
�x
b

CðaÞba : ð27Þ
4. The Gamma function C(a) is defined as
Fig. 3. MAP topology.

cite this article in press as: J. Baek et al., On a moving direction pattern based MA
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CðaÞ ¼
Z 1

0
ta�1e�t dt: ð28Þ
5. The simulation model defines three speed classes for MNs,
namely low speed, medium speed, and high speed. The
expectations of the subnet residence time for each speed
class, from the lowest to the highest, are 600, 330 and 60
time units, respectively. Accordingly, their variances are
defined as 6000, 3300 and 600, respectively.

6. Each MN can move to one of the eight adjacent subnets
when moving to another subnet. The mobility model is
based on the MN’s associated speed class. Low speed MNs
switch to one of the neighboring subnets with the same
probability of 1

8. Medium and high speed nodes use a Gamma
distribution defined earlier to determine their next subnet.

7. A Poisson distribution with the mean k describes the session
arrival process, as expressed by
f ðxÞ ¼ kk

k!
e�k: ð29Þ
8. The duration of a session is characterized by a Pareto distri-
bution with its shape parameter k (k > 0) and scale parame-
ter xmin (xmin > 0), as expressed by
f ðxÞ ¼
k

xmin

xmin
k

� 	kþ1
; if x P xmin;

0; otherwise;

(
ð30Þ
9. In our simulations, we set xmin to 180 and k to 0.78, as pro-
posed in [20].

10. The simulation continues for 10,000 iterations, each of
which lasts for one second.

4.2. Simulation results

Three scenarios were established to test the efficiency of our
proposed MAP selection scheme, each constructed with a distinct
set of MNs as follows:

1. Scenario 0: 80% low speed, 20% medium speed, and 0% high
speed MNs.

2. Scenario 1: 20% low speed, 60% medium speed, and 20% high
speed MNs.

3. Scenario 2: 0% low speed, 20% medium speed, and 80% high
speed MNs.

In the following subsections, all cost calculations are conducted
for each scenario and all costs are expressed in terms of signaling
traffic. In addition, we abbreviate the low-level, middle-level, and
high-level MAPs as MAP2, MAP1 and MAP0, respectively. We also
need to mention that there should be additional costs imposed
by all four operational phases. However, we do not consider these
costs here because (1) they are relatively constant compared to the
communication cost; and (2) our interest is to show the relative
performance improvement of the proposed scheme compared to
the other schemes.
4.2.1. BU costs
In order to measure BU costs, we must differentiate two types of

BUs: (1) BU-to-HA, and (2) BU-to-MAP. As an MN’s HA is usually
much further away than its MAP, BU-to-HA is much more expen-
sive than BU-to-MAP. Furthermore, we must consider that the
location of an available low-level MAP in the network hierarchy
is closer to an MN than the location of a high-level MAP. Hence,
it is cheaper to send a BU to a low-level MAP rather than a high-le-
vel MAP. BU costs are then calculated using the sum of BU-to-HA
P selection model for HMIPv6 networks, Comput. Commun. (2010),
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and MAP, and multiplied by different weight values, derived from
the previous discussions as follows:

BU ¼ 10NHA þ 1NMAP2 þ 2NMAP1 þ 3NMAP0; ð31Þ

where NHA, NMAP2, NMAP1, and NMAP0 are the numbers of BU-to-HA
and MAP, respectively, each assigned an appropriate weight based
on their hop distance to the MN.

Fig. 4 shows the resulting BU costs depending on the MAP selec-
tion scheme and scenario used. The lowest BU costs are achieved
by FMS. It is always bound to the MAP that is the furthest along
the transmission route on HA-to-MN. Therefore, in our simulation
environment, an MN using FMS always selects MAP0 as its most
suitable MAP candidate. This results in the lowest number of BU-
to-HA of all schemes. As BU-to-HA is the most expensive route,
FMS outperforms all other schemes in terms of BU costs. However,
we show that this scheme has drawbacks in terms of MAP load bal-
ance and PD costs. MHDS produces slightly higher BU costs than
FMS, as it selects its most suitable MAP based on the speed of
the MN. Hence, it is bound to MAP0 only if the MN has a high speed
pattern. This costs more on BU-to-HA and therefore higher BU
costs. AMS and AAMS select the MN’s MAP based on an analytical
cost function model. It considers not only BU costs but also PD
costs and MAP load balance. This is the reason that BU costs alone
seem to be significant. However, by treating total costs we show
that these schemes outperform all the others.
4.2.2. PD costs
PD costs are calculated by monitoring the load of each MAP and

the number of sessions that are handled by the MAP. We then cal-
culate the processing overhead per session for every MAP based on
its actual load using the second term of Eq. (22). The constant k3

depends on the number of MNs an MAP can handle. In our simula-
tions, k3 is set to five and k2 to one. Total processing costs are then
calculated via Eqs. (23) and (24).

Furthermore, in order to distinguish packets per session that
follow the route optimized path and packets per session that fol-
low the non-optimized paths, we set d to 0.05, hHA to one, LS to
30, DN to 20, and DO to 10. PD costs were calculated for each new
session that arrives at an MN through its MAP, based on the MAP’s
Fig. 4. BU, PD, an
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current load. Fig. 4 shows the resulting PD costs, depending on the
MAP selection schemes and scenarios used.

FMS is the most expensive one in terms of PD costs. This is ow-
ing to the fact that all MNs are bound to MAP0, leading to a tre-
mendous processing overhead. PD costs with MHDS are low for
Scenario 0, as most of the MNs are low speed MNs and therefore
are bound to low-level MAPs. Since there are 64 low-level MAPs,
the load of a single MAP is sufficiently low. In the case of Scenario
2, however, most of the MNs are bound to high-level MAPs, but
there are only four. This leads to a high processing overhead at
these MAPs and incurs high PD costs. AMS has the explicit goal
of minimizing total PD and BU costs. via its cost function model,
it determines an appropriate MAP with the lowest PD and BU costs.
AAMS definitely has the lowest PD costs in all scenarios, as it
accommodates the cost function of AMS to include the current
MAP load in its calculations.
4.2.3. Total costs
Total costs are then calculated by adding PD and BU costs. Fig. 4

shows the resultant total costs depending on the MAP selection
schemes and scenarios considered. The greatest contribution to
the total costs is PD costs, and hence FMS gives the highest total
costs and MHDS the second highest, as they incur high PD costs.
AMS shows low total costs, and however its costs are slightly high-
er than those of AAMS. Because of the great contribution of PD
costs, AAMS can accommodate the highest BU cost and can still
achieve the lowest total cost. AAMS outperforms all other schemes
in every scenario. Although the total cost difference between the
AMS and AAMS is not very significant at the MAP decision point,
the resulting packet delivery delay becomes more prominent when
an MN receives actual data packets from its CN because the small
PD cost difference will repeatedly affect the data packet delivery
delay in the session.
4.2.4. MAP load
To measure the balance of MAP selection, we determine the

MAP load and calculate the variance from it. We examine two dif-
ferent MAP load schemes. The first scheme determines the MN dis-
tribution over three different MAP levels (i.e., low, middle, and
d total costs.
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high), without considering the number of MAPs at each level. For
example, assume that there are 60, 30 and 10 MNs bound to
low-level, middle-level, and high-level MAPs, respectively. Then,
the MAP load distribution at MAP2, MAP1 and MAP0 is 60%, 30%
and 10%, respectively. This scenario disregards the number of
MAPs at each MAP level. However, it shows the general distribu-
tion of MNs among different MAP levels. Fig. 5 shows the simula-
tion results in terms of the MAP load.

For FMS, all MNs always select MAP0 as their serving MAP, as
shown in Fig. 5(a). A small percentage (< 1%) of MNs that are not
bound to a high-level MAP is the result of the initial random distri-
bution of MNs among MAPs. Therefore, FMS has the worst MAP
load balance and hence the highest variance, as shown in Fig. 5(b).

As MHDS disregards the number of MAPs at each MAP level, the
MAP load distribution is almost a precise copy of the speed class
scenario that has been selected. This is a major drawback, as in
Fig. 5. MAP load correlated with the MAP hierarchy lev
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the case of Scenario 2, MHDS binds 80% of MNs to a high-level
MAP. Unfortunately, most network infrastructures have far fewer
high-level MAPs than low-level MAPs, which eventually results
in a bottleneck at these MAPs. AMS has high variance values for
Scenarios 0 and 1. This is not bad at all, as AMS binds most MNs
to low-level MAPs and there are a large number of low-level MAPs,
and therefore the relative MAP load for each low-level MAP is suf-
ficiently low. However, this is not true in the case of Scenario 2. It is
clear that AAMS creates the most balanced MAP load among the
three MAP levels.

The second metric also considers different numbers of MAPs at
each MAP level. In order to deal with the example of the first MAP
load scheme, let us consider 64, 16 and 4 low-level, middle-level
and high-level MAPs, respectively. Hence, on the average there
are 60

64 ¼ 0:93 MNs bound to a low-level MAP, 30
16 ¼ 1:875 MNs

bound to a middle-level MAP, and 10
4 ¼ 2:5 MNs bound to a high-le-
el, disregarding the number of MNs at each level.
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vel MAP. This results in a completely different MAP load distribu-
tion from that of the first MAP load scheme, as it needs to compare
the utilization of a single MAP at one level with a single MAP at an-
other level. Here, the result is 18%, 36% and 46% for low-level, mid-
dle-level, and high-level MAPs, respectively. Fig. 6 shows the
simulation results.

As for the first MAP load scheme, FMS shows the worst load bal-
ance. MHDS achieves a good variance for Scenario 0 because of the
beneficial speed class distribution in this scenario. As this scenario
consists of 80% low speed nodes, MHDS binds approximately 80%
of all MNs to low-level MAPs, and there are a large number of these
in our simulations. The relative MAP load, which is correlated with
the number of MAPs at each MAP level, is therefore quite low. AMS
and AAMS can maintain a constantly low variance value in all sce-
narios. However, AAMS attains a better MAP balance in an environ-
ment with a large number of low speed MNs.
Fig. 6. MAP load correlated with the MAP hierarchy le
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5. Conclusions and future works

HMIPv6 was introduced to reduce the signaling overhead dur-
ing the handoff procedure by establishing MAPs. We proposed a
novel MAP selection scheme to support HMIPv6 in a multi-MAP
environment. Our proposed MAP selection scheme uses a cost
function model that enables an MN to rank all available MAPs
and bind to the most appropriate one. We considered all important
factors that influence the MAP selection process, including MN
speed and direction of movement, MAP load, and BU and PD costs.
Simulation results showed that our scheme outperforms FMS,
MHDS and AMS in terms of total PD and BU costs. Compared to
AMS, our scheme achieves a similar MAP load balance. AAMS per-
forms well in terms of signaling traffic and MAP load balance.
However, it has some limitations. The computational overhead of
AAMS is slightly higher than that of AMS. We believe this overhead
vel, considering the number of MNs at each level.
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can be reduced sufficiently by allowing an MN to select the MAP
having the least cost. Also, handover delay due to the computation
overhead can be leveraged by some mobility prediction algorithms.
Subsequently, MAP selection can be performed even before an MN
actually moves into a different domain. In order to apply our
scheme to real mobile networks, the comprehensive implementa-
tion of HMIPv6 should precede the proposed scheme. As it intends
to reduce signaling requirements outside the access network
where the service is provided, mobility management modules
should first be developed. In addition, the implementation should
include modules to support (1) functional MAP hierarchy for all
available MAPs, (2) dynamic MAP propagation using RA messages,
and (3) all IPv6 transport layers, alternative CoA, and RCoA. Given
this framework, we can develop an additional module to reduce BU
and PD costs for an MN. We plan to do some more works on the
handover delay in the future as well.
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